Model Number

Size
Diaphragm Type
Material
Mounting
Maximum Working Pressure
Maximum Drawdown
Inlet / Outlet Size
Min / Max Temperature
Dry Weight
Precharge
Dimensions; Dia. x Height
Warranty

Color

RF-1.32V

132 Gallon/5L
Butyl
Steel
Vertical
116 PSI
.5 Gallon
1" MNPT
32°F Min / 180°F Max
5 lbs
40 PSI
59x11.8"
1 Year

Blue

RF-9.5V

9.5 Gallon /36 L
EPDM
Steel

Vertical
116 PSI
3.8 Gallons
1" MNPT
32°F Min / 180°F Max
15 lbs
40 PSI

12.75 x 24.875"

1 Year

Blue

RF-13.2V

13.2 Gallon / 50 L
EPDM
Steel
Vertical
116 PSI
5 Gallons
1" MNPT
32°F Min / 180°F Max
18 lbs
40 PSI
14 x 26.5"
1 Year

Blue

RF-26.4V

26.4 Gallon /100 L

EPDM
Steel
Vertical
116 PSI

11 Gallons

1" MNPT

32°F Min / 180°F Max

26 lbs
40 PSI

17.5 x 31"
1 Year

Blue

RF-52.8V

52.8 Gallon / 200 L
Butyl
Steel
Vertical
116 PSI
21 Gallons
1" MNPT
32°F Min / 180°F Max
66 Ibs
35 PSI
25.25 x 41.75"
1 Year

Blue

RF-79.2V

79.2 Gallon /300 L
Butyl
Steel
Vertical
116 PSI
31 Gallons
1" MNPT
32°F Min / 180°F Max
87 lbs
35 PSI
24.75 x 51.5"
1 Year

Blue
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