Rainwater supplied by RainHarvest Systems is NON-Potable water. Warning do not drink water supplied from RainHarvest Systems rainwater systems and related equipment. We will be happy to offer suggestions on the use of our various products either by way of printed material or through direct contact with RainHarvest Systems team members. However, since we have no control over the use of our products once they are shipped, NO WARRANTY, WHETHER OF MERCHANTABILITY, FITNESS FOR PURPOSE, OR OTHERWISE is made beyond the repair, replacement, or refund of purchase price at the sole discretion of RainHarvest Systems. Users shall determine the suitability of the product for the intended application before using, and the users assume all risk and liability whatsoever in connection therewith, regardless of any team member suggestions or statements as to the application or construction. In no event of the purchase price of the product. Consult local building codes for the system use.

The diagram shows a Graf EcoBloc Stormwater Detention/Infiltration system with Multi-Shaft filtration and inspection system. It includes a System Plan View, a EcoBloc Inspect Drainage Cell, 32 Units, 231.68 Cubic Feet, 1733 Gallons, a Geotextile Fabric (8 oz Non Woven) Around Drainage Blocks, and a Layer of Bioretention Media, 6" Outlet, Rock Mulch, Bio Retention Vegetation Suitable for Local Climate, Undisturbed Soil, Washed Sand, Gravel or equivalent backfill and Base. The system is designed to handle water efficiently and safely.